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_ ROLLS
MAGNETIC White&Brown

&

Product Thickness  Finish Product Width Length Pull Features Printability
[my] code [mm)] [m] [g/cm?)
MAGNETIC ROLLS - WHITE & BROWN
1070 - 1270
MAGNET PETMG-30-WM | 1300~ 1400 | 30 EQQOO
WHITE PET 300 matt | 8-10
ULTRA-FLAT PETMG-UL-50 1370 - 1600 50 o0
400 MGD-40-WM 200 - 1020 15-18 EQOS
500 MG-50-WM | 615-1000 | '° | 18-22
matt | :
600 MG-60-WM 615 - 1000 28 - 30 e
15/10 | ~ for flathe
MAGNET and screen
850 MG-85-WM 615 - 1000 40 - 44 '
WHITE PVC |
for sign E 0 @
500 MG-10050-WG 1000 18- 22  packaging &
aloss 15 display.
8350 MG-6185-WG 615 40 - 44
ANTI-GRAFFITI - 1070 - 1270 50 L
& REWRITABLE 44 Yo | LAR-0350 1370 - 1520 i e
LAMINATION FILM gloss ' rewritable
IN POLYESTER LAR-0310-12 1200 10
400 MG-1004020-BR 1000 18 - 22
BROWN 500 MG-5020-BR = 615 - 1000 28 - 30 | il
MAGNET matt . to be laminated only
FOR LAMINATION 750 MG-75-BR 615 - 1000 40 - 4k w?t;daw;:m d
& MOUNTING 15 | : :
1000 MG-61100-BR 615 555 | “AMEIVEmELE
Brown FERRO 500 matt | |MGSF-415020-BR 615 20 -

&

Child friendly

7890 mm
73890 KRR :m :I.:I. MON 14

XX 15 16 17 18
7890

7890 EE 23 24 25
7890 Pk Bhate

7890
7890
7890
£ %% %

& Printability:

E Eco-solvent

www.guandong.eu

@ Latex - test recommended

O Latex

#guandongitalia
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SHEETS &
MAGNETIC PROFILES

Product Thickness  Finish Product Size Sheets Pull Features Printability
[my] code [em] (per box] la/cm?)

MAGNET SHEETS - White & Brown for Digital flatbed, Screen and lamination with Offset printed media

~  WHITE MWS-3550-50 | 35 * 50 cm B clhor N
== Magnelic sop | White s 18-22 Wik, E OO
co-solvent
Sheets MWS-5070-50 | 50 * 70 cm il seruan
MBR-3550-40 35 * 50 cm to be laminated
BRUWH : | with any offset for
Magnetic 400 brown | MBR-5070-40 = 50 * 70 c¢m 50 | 18-22| ordigital limination
Sheets j i printed media only
MBR-4462-40 L6 * 62 cm

PRINT... LAMINATE...

MAGNETIC STRIPS

A- Pole
B Brown magnetic [white liner)
stripes 12.7 70 gfcm
ADHESIVE (for 1500 matt MG-PA1530 30 B - Pole -
Pop-Up structures) 25 4 140 g/em (red liner]

* Pop-up structures are usually already equipped with B-pole strips. To mount the media, use A-pole strips.
* All magnetic sheeting and stripes are at the isotropic level and in flame retardant.

& Printability: E Eco-solvent () Latex O w &9 Screen
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